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700 Hoffman Street

Hammond, Indiana 46327

Phone: (219) 931-1450

Fax: (219) 931-0209

www.screwconveyor.com

Enduro-Flo Drag 
Conveyor Data Sheet
	Company:      
	Contact:      
	
	Project Name:      

	Address: 
	P: (   )    -     x      F:  (   )    -    
	Equip. Name: 

	City:      
	St:   
	Zip:       
	E-mail:      
	Equip. Number: 


MATERIAL CHARACTERICTICS
	Material Type:
	      
	Capacity:
	          FORMDROPDOWN 


	Bulk Density:
	    
	lbs/ft3
	Moisture Content: 
	 
	Sticky:
	 FORMDROPDOWN 


	Temperature:
	
	
	Max Lump Size:
	 
	Flowability:
	 FORMDROPDOWN 
            

	   - Design
	      oF
	 
	Minimum Diameter
	      
	Abrasive:  
	 FORMDROPDOWN 
  

	 - Operating
	
	 
	Maximum Diameter
	 
	Corrosive:  
	 FORMDROPDOWN 
  


DRAG CONVEYOR LAYOUT

	Length:
	


  
”     FORMTEXT 

     
’ -     
	Conveyor Type:  see below
	 FORMDROPDOWN 
 

	            Horizontal                              Straight Incline                         Curved Incline                   S Curved 
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	Inclined at
	    Degrees
	Vertical:
	 
	Horizontal:
	

	Conveyor Fed by:
	          
	 FORMDROPDOWN 

	Duty:
	 FORMDROPDOWN 


	Housing Material:
	 FORMDROPDOWN 
 
	Gauge Thickness:
	 FORMDROPDOWN 
  
	Cover:
	 FORMDROPDOWN 


	Flighting:
	 FORMDROPDOWN 

	Spacing:
	 FORMDROPDOWN 

	Thickness:
	 FORMDROPDOWN 
 

	Bottom Liner:
	 FORMDROPDOWN 
              
	Thickness:
	 FORMDROPDOWN 


	Side Liners:
	 FORMDROPDOWN 
              
	Thickness:
	 FORMDROPDOWN 


	Return Idlers 
	
	 FORMDROPDOWN 
 
	Return Rails:
	 FORMDROPDOWN 
 

	Head Section Bearings:
	 
	 FORMDROPDOWN 
 
	Tail Section Bearings:
	  FORMDROPDOWN 
  

	Chain Type:
	 FORMDROPDOWN 
   
	 FORMDROPDOWN 

	Sprocket Type:
	 FORMDROPDOWN 
 

	Intermediate Inlets:
	 FORMDROPDOWN 
   
	Type:
	 FORMDROPDOWN 

	Intermediate Discharges:
	 FORMDROPDOWN 
   
	Type:
	 FORMDROPDOWN 


	Gate Type: 
	 FORMDROPDOWN 

	Options:  FORMCHECKBOX 
 Motion Sensor  FORMCHECKBOX 
 Bearing Sensor  FORMCHECKBOX 
 Inspection Doors  FORMCHECKBOX 
End Relief  

	Factory Assembled:
	 FORMDROPDOWN 
 
	 Door  FORMCHECKBOX 
 Plug Switch   FORMCHECKBOX 
  Factory Painted   FORMCHECKBOX 
 Galvanized


DRIVE
	Drive:
	 FORMDROPDOWN 
 
	Location: 
	 FORMDROPDOWN 

	Side:
	 FORMDROPDOWN 


	Gear Box:    
	 FORMDROPDOWN 

	Mfg:
	 FORMDROPDOWN 

	Ratio:
	     
	Reducer Class:
	 FORMDROPDOWN 


	Coupling:
	     
	Mfg:
	     
	Type:
	     
	 

	Final Drive:
	 FORMDROPDOWN 

	Oil Bath
	 FORMDROPDOWN 
 
	 

	Motor:
	 FORMDROPDOWN 
 HP
	Mfg:
	 FORMDROPDOWN 

	NEMA Frame:
	     
	NEMA Spec:
	 FORMDROPDOWN 


	Service Factor:
	 FORMDROPDOWN 

	RPM:
	     
	Electric:
	 FORMDROPDOWN 

	Type:
	 FORMDROPDOWN 



NOTES:

	1. 
	

	
	


Corporate Headquarters: Hammond, Indiana

Plants/Sales Offices: Chanute, Kansas • Hammond, Indiana  •  Visalia, California  •
Guadalajara, Jal. Mexico  • Winona, Mississippi

