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Screw Gonveyor Corporation

Sirnce 1932

Bucket Elevator Data Sheet

Screw Conveyor Corporation
700 Hoffman Street
Hammond, Indiana 46327
Phone: (219) 931-1450
WWW.screwconveyor.com

Is material control-fed to the Inlet?
Elevator is fed by:

Height from floor to discharge of Elevator:

Yes ONo O

MATERIAL HANDLED, BULK DENSITY & CAPACITY

Material Name:
Bulk Density:

Capacity Conveyed:

OTHER MATERIAL CHARACTERISTICS

Moisture Content:
Temperature of Material:
Maximum Lump Size:
Percentage of Lumps:

Abrasive: Yes @ No O
Corrosive: Yes O NOO

Hours of Operation:
Environmental Temperature:

OTHER INFORMATION

Drive Package required: Yes@NoO
Gear box preference:

Motor preference:

Identify any special requirements:

(i.e. Explosion Proof, Water Tight, etc.)
Electric Power at site:

SPECIAL CONSTRUCTION

Stainless Steel (Type 304, Type 316, etc.)
AR-400 Abrasion Resistance Steel
Liners?

Company and Address Contact Name, E-mail and Phone Number
Contact:
E-Mail:
Phone No.:
BUCKET ELEVATOR LAYOUT
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